
LT-ST15X
LT-ST15X
Product group : Led strips
Product type : Single color

Product specifi cations :
Power consumption : 55 W (11W/m)
Input current : 24 Vdc
Dimmable : Yes, depends on driver
Amount of led’s : 300 (60 led’s/m)
Light colors available : 2.000 - 14.000K  + 4 colors
Output : 5500 Lm (1100 Lm/m) @ 3000K
Beam angle : 120°
Led type : 5050
Cuttable : Every 10 cm
Max. circuit lenght : 5 Meters
Mounting : Incl. 3M tape (IP20 only)
Colour : White PCB
IP rating : IP20 (optional waterproof)
Dimensions : 5000 x 10 x 2,5 mm (IP20)

5000 x 12 x 4 mm (IP65)
Ambient temperature : -20° to +40° Celsius
Max. system Temp. : 70° Celsius
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NON WATERPROOF
ORDERNUMBER LIGHT COLOR PCB COLOR LENS IP RATING OUTPUT
LT-ST151 WW 2700K White 120° IP20 1051 Lm/m
LT-ST152 CW 6000K White 120° IP20 1413 Lm/m
LT-ST153 Amber White 120° IP20
LT-ST154 Green White 120° IP20
LT-ST155 Blue White 120° IP20
LT-ST156 Red White 120° IP20
LT-ST157 WW 3000K White 120° IP20 1150 Lm/m
LT-ST158 WW 2400K White 120° IP20 969 Lm/m
LT-ST15N NW 4000K White 120° IP20 1257 Lm/m

 WATERPROOF
ORDERNUMBER LIGHT COLOR PCB COLOR LENS IP RATING OUTPUT
LT-ST151WP WW 2700K White 120° IP67 1051 Lm/m
LT-ST152WP CW 6000K White 120° IP67 1413 Lm/m
LT-ST153WP Amber White 120° IP67
LT-ST154WP Green White 120° IP67
LT-ST155WP Blue White 120° IP67
LT-ST156WP Red White 120° IP67
LT-ST157WP WW 3000K White 120° IP67 1150 Lm/m
LT-ST158WP WW 2400K White 120° IP67 969 Lm/m
LT-ST15NWP NW 4000K White 120° IP67 1257 Lm/m

LT-ST002 Waterproofi ng sealing CAP.
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MULTIPLE STRIPS CONNECTABLE (MAX. DEPENDS ON DRIVER).

(MAXIMUM CIRCUIT LENGHT 5M).

(MAXIMUM CIRCUIT LENGHT 5M).
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- Unroll the reel very carefully, without twisting and cut it to the desired lenght.
- Do not push directly on the LED’s or resistors.
- Use the tape at the backside of the ledstrip to mount (IP20 only).
- Solder the wires correct: check the positive and negative poles (red and black).
- The soldering iron should only make short contact with the PCB !
- Make sure the solder doesn’t touch any part outside the copper solder pads.
- Always mount the ledstrip on a solid heat conducting surface (metal, alu., etc…).
- Never fold the ledstrip over a corner or a to small bending radius. This can cause
 irreparble damage to the PCB !  For angular curves cut the ledstrip and make the
 corner connection using a piece of cable.
- Use a compatible LED driver only.  Always Calculate +20% margin.

ADDITIONAL INSTRUCTIONS FOR WATERPROOF LEDSTRIPS :
- Cut the ledstrip at the desired lenght and remove the waterproof sealing.
- The waterproof sealing can be removed with a sharp cutter, without touching the PCB.
- You can mount this ledstrip using a strong heat-conductive silicone adhesive.
- After cutting a waterproof ledstrip, it must be resealed immediately with a sealing
 cap (sold separately) and silicon glue.

INSTALLATION MANUAL
Faillure to meet the following instructions will result in void of warranty !


